
Modular devices protection 
Fire extinguishing aerosol generator

UNI EN 
15276

ISO
15779 UNI 11565

ESTINGUENTE  
ECOLOGICO 

NON DANNEGGIA 
GLI OGGETTI 

E GLI AMBIENTI

COMPATTO  
E ADATTO ANCHE PER 

SPAZI RISTRETTI

RICHIEDE SOLO  
UN COLLEGAMENTO 

ELETTRICO

INDICATO PER FUOCHI  
DI CLASSE A 

PROTEZIONE 
AD OGGETTO PER PICCOLI 

E MEDI VOLUMI

PROTEZIONE 
VOLUMETRICA PER MEDI 

E GRANDI VOLUMI

DOPPIA ATTIVAZIONE 
ELETTRICA E 

TERMO-MECCANICA

RILEVA ED ESTINGUE  
IL PRINCIPIO D’INCENDIO  

IN POCHI SECONDI

COSTI 
DI MANUTENZIONE 

RIDOTTI

 INDUSTRIA BENI CULTURALIIT E DATI

POWER ENERGY TRASPORTO
FERROVIARIO

TRASPORTO
NAVALE

TRASPORTO
SU GOMMA

TESTATO 
E CERTIFICATO

PUBBLICA 
AMMINISTRAZIONE 

E UTILITY

INDICATO PER FUOCHI  
DI CLASSE B

INDICATO PER FUOCHI  
DI CLASSE C

ECOSOSTENIBILE

INDICATO PER 
APPARATI ELETTRICI 

SOTTO TENSIONE

POTENZIALE 
DI RISCALDAMENTO 

GLOBALE PARI 
A ZERO

NON RIDUCE 
LO STRATO DI OZONO

CERTIFICATO DI VITA 
DEL PRODOTTO 

DI 15 ANNI

NON 
PRESSURIZZATO
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cost effective it requires only 
an electrical 

connection

not pressuriseddoes not damage 
objects and 

spaces

detects and 
extinguishes the 
fire in seconds



Product catalogue

advantages

system configuration
The system for modular devices, in stand-alone version, is composed of one or more aerosol generators with 
electrical activation and one or more thermo-mechanical detection and activation devices named T-Start. In the 
event of a fire inside the equipment, the T-Start device, detects the increase in temperature and generates an 
electrical impulse that can control the discharge of up to 5 Fire Kloud aerosol generators. Available in 2 versions, 
depending on the type of equipment protected, the T-Start has 4 different activation temperatures and is equip-
ped with a thermostat that reports a fire and discharge alarm in the event of activation. 
All Fire Kloud aerosol generators equipped with electrical activation can also be connected to a fire detection 
system with different types of sensors, increasing the performance of the system to meet any specific need.

system description
Fire Kloud is an automatic fire extinguishing system designed and developed to protect electrical cabinets, elec-
trical and electronic live equipment. It acts directly on the sources of the possible risk, limiting damage to the 
ignition point only. 
The Fire Kloud system is ideal for object-oriented protection of electrical cabinets, electrical panels, power centres, 
UPS, motor control centres, inverters, battery cabinets, control panels, etc. 
Fire Kloud detects, reports and extinguishes the fire in seconds. In the event of a fire inside the equipment, the 
Fire Kloud device detects the temperature rise, activates the extinguishing agent discharge and extinguishes the 
fire, limiting the damage to the ignition point only.
Fire Kloud is a clean extinguishing agent, environment friendly and non-toxic to humans. 

rapid	 Reduction of downtime in the event of a fire to a minimum. Recovery is extremely fast

fast  	� By placing the Fire Kloud system inside the equipment, it guarantees a rapid intervention as soon 
as the fire starts

flexible and modular  	�F ire Kloud can protect one or more devices allowing activations on a single device or 
simultaneously on several devices

NON-INVASIVE 	�T he installation of the generator will not alter the construction and certification aspects of the 
protected equipment

Equipment Friendly 	�N o damage after the discharge, Fire Kloud is a dielectric, non-acidic, non-corrosive fume and does 
not damage live equipment and/or electronic devices

reliable	 No maintenance and dependence on electronic parts. No false alarms


